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Please read the COMPLETE instructions fully before you start
constructing, as knowledge of the latter stages of the build
should explain the instructions at the start.

 All instructions in this manual are viewed from OUTSIDE and
are taken from LEFT to Right.

Please use a QUALITY low modulus silicon sealant.  Use
sparingly in all applications and areas as instructed in this
manual.

Remove any render, pebbledash or aesthetic coatings etc.
The panels and roof must be fitted to sound clean walls.

All panels are externally glazed and MUST be fitted with the
beads to the outside. The French Doors are outward opening,
with the master door on the left.

When fitting the frames please ensure that you fit with the
drainage slots to the BOTTOM.

When fitting any panel or component, please use a long spirit
level to ensure that it is PLUMB and LEVEL.

Using 3 clamps per panel, tightly CLAMP all components in
place until they are permanently fixed.

Code 4 lead (inserted to a minimum of 25mm into the parent
wall) should be used to seal the conservatory.

If your conservatory is Non-Standard, please refer to your
base plan for position of the special size panels

Please check that the base and dwarf walls have been
constructed (and are level) according to the base / dwarf
wall plan issued for your conservatory.

Silicon seal the complete
edge of the sill and join
each section together with
the aluminium sill angles
and sill connectors,
ensuring that the joint is
held in the correct position
(Fig 2).

Check for square by
measuring the diagonals
inbetween the two sill
sections where they meet the
wall and the first joint, and for
parallel. (fig. 5)

Fix into position with two 16mm self-drill screws per side
 (Fig 3)

Once the sill has been
positioned to the correct size,
using a long spirit level, mark
the inside of the sill up the
property wall (Fig. 6)

DO NOT permanently fix the sill to the base. This should be
only done when the full skeleton of the conservatory has been
erected. (See Fig. 32)

A

On the dwarf wall,
trim back the sill at
any French Door
position, allowing
the sill to overhang
the wall by lOmm.
(Fig. 7 & Fig 18)

PLEASE READ THESE INSTRUCTIONS FULLY BEFORE COMMENCING

1 SILL CONSTRUCTION

CHECK the sill for level. (Use
packing underneath if
required at 250mm minimum
spacings.) (Fig. 6a)

Cut the French Door sill to the brickwork opening and place
in position.  Position and fix the sill joint cover strips, using
silicone as an adhesive.

Fig. 1

Fig. 3

Lay out the sill
components in the
formation required,
allowing for the
required positioning
of the French Door.
(Fig. 1)

Fig. 2

B

A

B

A

Fig. 5

The measurements of the lines marked “A” should be the
same and so should the measurements of lines marked  “B”,
in accordance with the table below.  (All measurements shown
are in millimetres.)

Fig. 6
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Lay the sill in position, the inside
of the sill to the inside of the
outer brick on the base or the
outer skin of the dwarf wall.
(Fig. 4)

Table 1

A B
T643

A B

T653
T663
T673
T683

T644
T654
T664
T674
T684

T743
T753
T763
T773
T783

T744
T754
T764
T774
T784

2454
3072
3690
4308
4926

2454
3072
3690
4308
4926

3083
3594
4135
4695
5268

3492
3951
4448
4973
5517

2954
3697
4440
5183
5926

2954
3697
4440
5183
5926

3708
4323
4974
5647
6336

4199
4751
5350
5981
6635

Sill (Frame)

Packers

10mm
overhang

Sill (French Door)

Fig. 7

Fig. 4



Store glass units away from the working area. Stand the units
on cardboard or wood, not on concrete or stone as this could
chip the unit.

Repeat on the opposite side, then the top and bottom beads.
Keep beads together to re-fit in the same position later.

BE AWARE OF THE SIZE AND WEIGHT OF THE GLASS
UNIT WHEN YOU ARE LIFTING/TURNING.  TRY NOT TO
CHIP OR KNOCK ANY OF THE CORNERS.

Place the panel in position against the wall. Make sure that
the panel is plumb and lined up with the previously marked
internal sill line. (Fig. 6)

Pre-drill the frame with a 8mm steel drill. (Fig. 12)

Through the same hole drill the parent wall with a 8mm
masonry drill to the bolt length + 10mm., (Fig. 13) cleaning
out the debris before inserting the fixing bolt).

Silicon seal the contact area of the sill (Fig. 11)

2 DE-GLAZING & STORING

3 PANEL CONSTRUCTION

Fig. 9

8mm Steel Drill
(through frame only)

Bolt length + 10mm

8mm Masonry Drill

Fig. 12

Fig. 13

Fix this panel to the
property wall with 1,
8mm x120mm fixing
bolt (Fig. 14)

Glazed Panel
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Drainage

Silicon

Fig. 10

De-glaze all fixed glass in the
panels.

Insert a 2” wide chisel or palette
knife near the end of one of
the side beads.  Press into the
side joint and lever the bead
out. (Figs. 8 & 43)

Select the first panel to be fitted on the left hand side and a
vertical wall plate.  After first checking that you have the
drainage slots to the bottom and to the outside, silicone seal
the contact area of the wall plate (Fig. 9)

Snap the wall plate into position (level at the top) (Fig. 10)

Fig. 8

Fig. 11

Fig. 14

Select a panel connector.

Select the next panel and fix a panel connector to both sides
of the panel, positioning and fixing as previously described.
Silicone the contact area of the sill, position on the sill clamping
at the top, middle and bottom, and fix in place with 4 x 16mm
silver self-drill screws on each side through the pre-drilled
holes (Fig 16)

Fig. 15

Position centrally on the exposed side (right hand) of the now
fitted panel and fix through the pre-drilled holes with 4 x 25mm
yellow self drill screws (Fig 15), silicone sealing where it meets
the sill.

INSIDE

OUTSIDE

PA N E L

N.B. When fitting to the panels ensure that you fit the
“fir tree” side to the front of the left hand side of the
panels (viewed from the outside) and the “fir tree” side
to the back of the right hand side of the panels (viewed
from the outside).

These component have a
“fir tree” only on one side.



Fig. 17

Corner Post

Panels

Fig. 17

The conservatory angle of 90º is achieved with the use of an
extruded aluminium post. (Fig. 17)

Continue fixing panels in this way and in the correct order to
the end of the straight run.

Do not fit a connector to the end side of the last panel.

Position the first frame on the front, having sealed all the
contact areas as previously mentioned.  Fix to the corner
post and use the same procedure for panels and corner
posts.  Continue fixing the remaining panels and corner posts
IN THE CORRECT ORDER until you reach the last panel on
the right hand side.  Silicon all the contact areas for this last
panel, attach the remaining vertical wall plate. Align the internal
face with the previously marked vertical positioning line and
fix to the property wall with 1, 8mm x 120mm fixing bolt.

Select the external corner post cover trim.  Apply a small
bead of silicone to the internal edges.  Hook in and position
up against the barbs on the corner post, ensuring that it is
level with the top of the panels and push into place.
 (Fig. 20)

Silicon seal the contact area
of the last frame (Fig. 19).

Position the cornerpost onto
the sill and fix through the pre-
drilled holes in the frame into
the aluminium post with 4.8mm
x 50mm self-drill screws.

Select the 2 metre x 30mm steel strip.  Place centrally in
between the internal legs on the top of the side frames and
fix into place with 16 x 3.9mm self drill screws, 100mm from
each corner of each panel.  (Fig. 21)

(Not used on 600 x 3 panel projection.)

Fig. 20
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Fig. 21

TOP OF SIDE FRAME

Fig. 19

SILLNotch as shown to allow
legs to fit into sill at
french door position.

Fig. 18

Fig. 16



Select one return ring beam and it’s corresponding side
fillet (usually the left hand side).  Silicon down the inside
of the legs of the return ring beam with the leg cut out to
the bottom front. (Fig. 22)

Place the fillet into position (timber side to the inside of
the conservatory) level with the front and fix into place with
5 x 35mm screws, maximum 500mm centres.  (Fig. 23)

Silicon the top of the side frames (Fig. 23) and fix in place
with 50 x 4.9 screws through the pre-drilled holes (2 per
frame) (Fig. 24 & Fig. 25)

Fillet assembly overhangs ring beam by 6mm Fig. 25
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Fig. 23
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Leg Cut out
Fig. 22

IMPORTANT
ONLY FIT ONE SIDE FILLET ASSEMBLY

AT THIS STAGE.

YOU WILL INSTALL THE REMAINING
ONE WHEN YOU HAVE INSTALLED

YOUR WALLPLATE ASSEMBLY.
(as detailed on Page 7)





5 ROOF CONSTRUCTION

END SPAR STANDARD SPAR

4 ROOF SCHEMATIC

T683 T684 T783 & T784

Roof
Sheet

C

Roof
Sheet

D

Roof
Sheet

E

Roof
Sheet

F

Roof
Sheet

G

Roof
Sheet

H

Roof
Sheet

A

1 2 3

Roof
Sheet

B

76 95 84

T673 T674 T773 & T774

Roof
Sheet

C

Roof
Sheet

D

Roof
Sheet

E

Roof
Sheet

F

Roof
Sheet

G

Roof
Sheet

A

1 2 3

Roof
Sheet

B

765 84

T663 T664 T763 & T764

Roof
Sheet

C

Roof
Sheet

D

Roof
Sheet

E

Roof
Sheet

F

Roof
Sheet

A

1 2 3

Roof
Sheet

B

7654

T653 T654 T753 & T754

Roof
Sheet

C

Roof
Sheet

D

Roof
Sheet

E

Roof
Sheet

A

1 2 3

Roof
Sheet

B

654

T643 T644 T743 & T744

Roof
Sheet

C

Roof
Sheet

D

Roof
Sheet

A

1 2 3

Roof
Sheet

B

54
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External
Wedge Gasket
(Brown stripe)

Internal
Wedge Gasket
(Green stripe)

POLYCARB

Fig. 27

Front
Wallplate

Wing

Select the left hand end spar.
Remove the protective film
from the undercladding.

Fix into position on the wall
plate and eaves beam using
the M6 x 16mm cap screws.
Do not tighten at this stage.

IMPORTANT - When constructing the roof, always check
that the PVC-U undercladding is in position on each
component and remove the protective film.

ALWAYS work from left to right, as viewed from the outside,
from the roof schematic for your conservatory.

Refer to the drawing for your conservatory for spar numbering.

Following the fitting of the first fillet assembly, silicon the cut
out area at the back/top of the fillet and position the rear wall
plate against the parent wall, resting on the fillet cut out. (Fig.
26)  Ensure that it is positioned centrally to your conservatory
and is level.  Fix to the wall with 100 x 8mm fixing bolts (1
bolt per roof section).

Once this wall plate is in position, it is advisable to prepare
the wall for the Lead Flashing as access is easier now than
when the roof is fitted and glazed.

Cut out the wall to a depth of 25mm to receive the Code 4
lead.  Insert the lead to the depth of 25mm and secure with
lead wedges.  Ease the lead upwards to allow the continued
roof installation.

Silicon the top of the front frames.  Select the front eaves
beam and position centrally over the front.

THE INSIDE OF THE EAVES BEAM SHOULD BE LEVEL
WITH THE INSIDE FACES OF THE PANELS.  (Fig. 39)

Clamp in place and fix to the frames with 2, 4.9 x 50mm
screws per panel through the pre-drilled holes
(Fig. 29)

Silicon the joint where the fillets meet the eaves beam.

EACH SPAR IS SUPPLIED WITH PRE-DRILLED HOLES
AT EACH END.  THE HOLES AT THE TOP OF THE SPAR
ARE 14mm FROM THE END.  THOSE AT THE BOTTOM
ARE 80mm FROM THE END.

Starting at the end spar, fit the polycarb support piece to the
ridge and to the eaves beam, ensuring that the one with the
double sided tape applied is fitted to the eaves beam.  Silicon
each joint. (Fig. 31)

Fix the rest of the spars in this manner. (Figs. 30 & 31)

Fig. 31

Hook the front wallplate
wing into place on the
rear wallplate and slide
across into position over
the fillet assembly. Push
the wing fully back and
fit the Brown Stripe
Wedge Gasket thin
edge first all the way
along between the two
wallplate parts.(Fig. 27)
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Silicon

Poly Support

Fillet

Double Sided Tape

Fig. 29

Fig. 30

You MUST NOW fit the
remaining fillet
assembly as per the
instructions on Page 5.

NOTE: remember to
silicon the cut out area
on the remaining fillet
assembly BEFORE
fixing into position.

1½”

LEAD FLASHING

Fig. 28

Fig. 26

Rear
Wallplate




